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Loading Instructions
LapCabby V Series O@
Loading Guide
To UNLOCK front doors - turn the key located on top of the \
LapCabby according to diagram shown on lock. e

To UNLOCK back doors - pull hidden handle located on the —-""_-'—.
underside of the top of the LapCabby.

To LOCK back doors - close the rear right door first, then close the rear left
door.

. ToLOCK front doors — ensure back doors are closed securely, close
the front left door then close the front right door. Turn key located
on top of the LapCabby according to diagram on lock. This locks
both the front and back doors securely. Back doors MUST be closed

prior to locking the front doors.

To install laptops into LapCabby: T

1. Place laptops between wire bars on the protective rubber mats
Internal dimensions for AC adapter pocket are W68 x D61 x H199mm
(1 AC adapter per pocket).

3. Pass power adapter cables through holes on back panel and push into clips to secure.

6. Plug mains plugs from adapters into power extension strips.

7. Pass the LapCabby mains lead through the cable outlet located on the back door.
Note: 2 castors have lockable wheels. Please lock when LapCabby is in position by pushing down on the castor foot plate.

2. Place power adapters in holders located in the separate back compartment as shown. /

4. Plug power cables into laptops and adjust the length of the cables so drawer can be opened.
Q.--“ 5. Put supplied cable clips onto the cables and clip to the metal bars to secure as shown.

LapCabby H Series @ @

Loading Guide

To UNLOCK front doors - turn the key located on top of the
LapCabby according to diagram shown on lock. H

|
To UNLOCK side doors - push down the latch located on the inside J \’
panel on the side of the door. | |

To LOCK doors - the side doors automatically lock when closed. Close

the front door, turn key located on top of LapCabby according to
diagram on lock.

To install laptops in to LapCabby:

1. Place laptops in tray.

2. Place power adapters in holders as shown (holds 1

power adapter in 16H and 2 in the 32H). Ensure power
adapters are on the relevant side, so that the holes connect to

the trays in use. Internal dimensions for AC adapter pockets are W3§0 X

D66 x H68mm (2 AC adapters per pocket).
3. Pass power adapter cables through hole in side panel and push into clips.
4. Plug power cables into laptop.

5. Adjust cable lengths so trays can be opened and clip into tray. )
6. Plug mains plugs from adapters into power extension strips. \

7. Pass the LapCabby mains lead through the plastic cable outlet in the door.
Note: 2 castors have lockable wheels. Please lock when LapCabby is in position by pushing down on the castor foot plate.

LapCabby Mini Series
Loading Guide

To UNLOCK frant doors - turn the key located on top of the \ .! >
LapCabby according to diagram shown on lock. -
To UNLOCK back doors — pull hidden handle located on the ————®
underside of the top of the LapCabby.

To LOCK back doors — close the rear right door first, then close the
rear left door.
To LOCK front doors - ensure back doors are closed securely,
close the front left door then close the front right door. Turn
key located on top of the LapCabby according to diagram on
lock. This locks the front and back doors securely. Back doors
MUST be closed prior to locking the front doors.

To install laptops into LapCabby Mini:

1. Place netbooks in coloured laptop storage boxes, two
netbooks per box.

2. Place power adapters in holders in the separate back
compartment as shown. Please note: The LapCabby
Mini range is intended for use with mini laptops/netbooks and mini AC

adapters. Internal dimensions for AC adapter pockets are W41 x D90 x H195mm (2 AC
adapters per pocket, 10 AC adapters per compartment).

/.

3. Pass power adapter cables through holes on back panel and push into clips to secure.
4. Plug power cables into laptops and adjust cable length so drawer can be opened.

5. Clip cables into the moulded clips on the laptop storage boxes to secure as shown.
6. Plug mains plugs from adapters into power extension strips.

7. Pass the LapCabby mains lead through the cable outlet located on the back door
Note: 2 castors have lockable wheels. Please lock when LapCabby is in position by pushing down on the castor foot plate.



Power/mer

POWER 7 - Setting and Operating Instructions

The Power 7 is a 7 day timer that through the menu system allows for the automated recharging of the laptops stored in this LapCabby. Ideally,
the recharging period should be performed overnight on lower tariff electricity commonly known as ‘off peak’ electricity. This means that
minimal energy will be used by the LapCabby during normal school hours unless the manual charging feature is activated.

The Power 7 also sequentially turns on each power extension strip in turn to avoid mains overload.
If the power is interrupted during a charging period, on resumption of power the charging will continue and finish at the set time.

Setting the Power 7
1. Fit the mains plug into a suitable socket and switch the unit on at the socket. The screen will illuminate and display Day, Time and Date. (The
Day, Time and Date may not be correct at this stage).

2. To set the Power 7 follow the instructions below:-

Press down on the 3 buttons at the same time and hold for a few seconds until the display shows ‘Settings Menu’ wait a few seconds and it will
change to ‘Set time’ press the + or - button to set the time. (Hold the button down and after 8 seconds the speed of change will increase). The
timer is based on the 24 hour clock. When you have set the desired Time press the middle button once.

The display now shows ‘Set date’ if the date is not correct use the + or - buttons as before to set the date. When you have set the desired date
press the middle button once.

The display now shows ‘Set day’ if the day is not correct use the + or - buttons as before to set the date. When you have set the desired day
press the middle button once.

The display now shows ‘Start’, a ‘day’ and a ‘time’ this refers to the recharging start time use the + or - buttons as before to set the time. The
recommended time would be 1am (01:00:00) This is the default setting. When you have set the desired time press the middle button once.

The display now shows ‘Duration’, a ‘day’ and a ‘time’ the time refers to how long the recharging period should last. The recommended time
would be 7 hours (07:00:00). This is the default setting. When you have set the desired time press the middle button once.

The display now shows ‘Start’, the ‘next day’ and the ‘time’ simply repeat the process for each day until all days have a start time and a
duration. (Tip - to save unnecessary recharging set Saturday and Sunday to start time 00:00:00 and Duration to 00:00:00. Pressing the 2 outer
buttons together and then releasing will set the display to 00:00:00).

Ensure Monday is set at Start time 01:00:00 for a Duration of 07:00:00 hours and all laptops will be fully charged ready for the start of the school
day. When you have set all the desired times and durations press the middle button once.

The display now shows ‘Man charge time’ this refers to manual charging time. Set this to 02:00:00. This is the default setting. Most modern
laptops will be recharged during this period but it can be changed if required. Should a recharging of the laptops be required during the normal
school working hours it can easily be activated. (How to activate will be covered later). When you have set the desired time press the middle
button once.

For LapCabby’s bought for use in the UK, the display now shows ‘Daylight saving on’. This should always be On, to switch off press + or - button.
When you have set the desired setting press the middle button once. LapCabby’s bought for use outside of the UK, please go straight to the fol-
lowing step.

You have now set the Power 7 timer unit. The Display should now show the correct Day, Time and Date. If you need to reset any feature go back
to the start of the instructions and press all 3 buttons together to go back through the Menu System. You can get out of the Menu System at any
time by pressing and holding down the centre button for a few seconds.

Activating the ‘Manual charge time’ can be done any time during normal school hours by simply holding down the 2 outer buttons together for
a few seconds. The display will show ‘Manual charge’ it will also display the duration time previously set (02:00:00), the time will also count
down until the charging duration has ended. When activated you will hear clicks a few seconds apart this is the sequential switching on of the
power extension strips as described earlier. The light on each power extension strip will glow red. To stop the Manual Charge at any time press
and hold the centre button for a few seconds.

The clicks will also be heard when the unit switches on for the overnight charging and the light on each power extension strip will also glow red.
The display will show ‘Charging’.

During the overnight charging period the charging can be paused by pressing the centre button for a few seconds, the display will show ‘Pause
Charging?’ Yes, No press the + or - button to select your choice. If Yes is selected the screen will display a ‘P’ in the top right hand corner of
the display screen. To return to charging press the centre button the display will show ‘Enable charge’ use the + or - button to make your selec-
tion. If no selection is made after 30 seconds it will return to ‘Charging’.

Auxiliary Power Supply - this is a factory fit option which will power an electrical socket inside the LapCabby. This socket will be powered only
when no charging is taking place ie during normal school hours apart from when the ‘Manual Charging’ is activated but the power socket will
remain powered.

Important Note - during overnight charging the auxiliary socket will be switched off saving energy, electrical items that need to be under
constant power should not be connected to this auxiliary socket. The auxiliary socket will become active when the overnight charging period
ends.

It should be noted that apart from the ‘Pause’ function during overnight charging the timer program cannot be interrupted.
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